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Ready to use at temperature
+20°C   – 2,5 godz. 
+60°C   – 15 min
IR Radiator  10 – 15 min

EN

APP Klarlack Glosser / APP Glosser Harter 
Two-component Clear Acrylic clearcoat / Hardener for Acrylic clear coat 
APP Klarlack Glosser two-component clear HIGH SOLID Class acrylic lacquer of high gloss and basecoat colour 
fastness. It features with easy application and polishing. 

Two hardener types are available 
Standard and Quick drying 
one to ensure optimal work effects 
at the given ambient temperature 
and area of surface.

APP Klarlack Glosser clear lacquer  
is resistant to weather conditions 
in different climate zones.

UV filters ensure basecoat colour fastness. 

VERY QUICK DRYING  
Offers time savings during works related to repairs 
of individual elements and whole car body:

Lacquer structure control

Easy polishing 

High gloss 
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APP No. Product Name Volume Type Bulk Pack.

020121
APP Klarlack Glosser Two-component Clear Acrylic clearcoat

1L
Clear

6 pcs.

020122 5L 4 pcs.

020350
APP Glosser Harter  Hardener for Acrylic clear coat 

0,5l
Standard

6 pcs.

020351 2,5L 4 pcs.

020352
APP Glosser Harter  Hardener for Acrylic clear coat 

0,5l
Quick

6 pcs.

020353 2,5L 4 pcs.

Lacquer structure controlled by adding 
Acrylic Thinner (5-15%).

Very easy to apply on large areas thanks to 
long workability time.

High gloss.

Gives more depth for the colour (essential in 
case of dark colours) and does not change 
a shade in case of light colours and silver 
ones.

Polishing possible following 2.5h at   tem-
perature +20°C and also following 24h.

High transpa-
rency.
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2:1 APP Klarlack Glosser
with

APP Harter Glosser

1 Mixing ration by volume 

5-15% 
2 Thinner ratio 

APP Acryl
Verdunnung

2x1
3 Quantity of coats 

(45-55 μm)

⌀ 1,2-1,3
4 Apply with spray gun

10-15 min
5 Evaporation time between coats

2,5-3,5 bar
6 Pressure

EN


