
APP No. 050090

Car Body Protection against Stone Related Chippings
APP U100 UBS Spray 

APP U100 Spray  
is a quick-drying elastomer based spray 
coat that offers insulation and sound-
absorbing properties.
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The obtained texture layer may  
be covered with any type of top coat.

Purpose:
-  to protect car body elements  
 against stone related chippings

-  to provide anticorrosion protection, 
-  to restore original factory made 
 texture
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Car Body Protection against Stone Related Chippings 
APP U100 UBS Spray 

USE:

APPLICATION:

SPRAY WITH NOZZLE 
DEDICATED TUBE  
perfect to applyon hard 
to reach surfaces and 
provides a texture of 
desired appearance

Nozzle with tube
ROUGH TEXTURE

Standard nozzle
FINE TEXTURE

1 Preparation of surface:

Sand down 
and degrease

2 Before application:

2-3 min
mix well the contents for 

3 Apply:

2-3 x 1
2-3 x coats  

4 Evaporation time between coats 

15-30 min
+20oC

5 Drying time:

1-3 Stunden
+20oC

! CAUTION !

Before nozzle cleaning �rstly 
position the container upside 
down and activate aerosol 
for moment.

APP U100 Spray  
provides anti-corrosion protection and protects car body elements 
against stone related chippings, including: 
spoilers, thresholds, wheel arches, mudguard, door as well  
as chassis and other car body parts.
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Benefits:

Car Body Protection against Stone Related Chippings 
APP U100 UBS Spray 

APP No. Produck Name  Volume Colour Qty.

050090 APP U100 UBS Spray - Car Body Protection against Stone Related Chippings 500ml Black 12 items
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ES Easy application   
 
Product ready-to-use  
after mixing 

Quick-drying 
 

Highly  
elastic layer

Anti-corrosion  
protection

Sound-absorption  
properties

Free of bituminous  
and asphalt 

Textured plaster 

A delivered textured plaster may  
be covered with any type top coat 

COMPARISON 
APP U100 UBS Spray  
against APP U 200 
Spray

APP U100 
UBS Spray

APP U200 
UBS Spray

TECHNICAL DATA:

Texture Coarse Fine

Colour Black White, grey, black

Elasticity Very good Good

Layer thickness 30-50μm 25-35 μm

Drying time- coverage with  
top coats  at temp. +20°C 1-3 h 2-3 h

Nozzle with tube Yes No

Volume 500ml 500 ml


