
APP RN 100 STANDARD
Nitrile disposable gloves CE

ADVANTAGES: 
- Additional nitrile coat ensures comfortable fit and improves dexterity
- Folded cuff ensures additional protection of wrist, fitting and strength.
- Three times improved resistance to abrasion, puncture comparison to latex  
   of PCV disposable gloves
- Increased resistance to tear:
• Prior use: 16 Mpa (16N/mm2)
• Most available gloves have 14 Mpa (14N/mm2)

APPLICATION:
• Automotive industry (garages, car paint shops)
• Transport
• Construction industry
• Chemical industry
• Electronic and precision industry
• Food processing and catering
• Gardening
• Pharmaceutical companies (laboratories)
• Health care services
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APP No. Product name size un. pack col. pack.

090636 APP RN 100 STANDARD Disposable nitrile gloves S   7 100 szt. 10 x 100 pcs.
090637 APP RN 100 STANDARD Disposable nitrile gloves M   8 100 szt. 10 x 100 pcs.
090638 APP RN 100 STANDARD Disposable nitrile gloves L   9 100 szt. 10 x 100 pcs.
090639 APP RN 100 STANDARD Disposable nitrile gloves XL   10 100 szt. 10 x 100 pcs.

APP nitrile gloves provide superior resistance to a wide range of solvents and hazardous materials and offer 
excellent comfort. Disposable, 100% nitrile, powder-free gloves provide strong barrier and resists chemicals,  
are perfect for individuals allergic to rubber, reduce risk of food cross-contamination  
caused by cornstarch used as powder.

Latex free, silicone free, wax free, plasticizer free, fragrance free, 
 non-sterile reversible APP nitrile gloves.

APP Sp. z o.o.
ul. Przemysłowa 10, 62-300 Września
Biuro Obsługi Klienta: tel. 061/437 00 20, fax 061/437 00 21
www.APP.com.pl

0120 Regulation (EU) 2016/425

The APP nitrile gloves are manufactured in accordance with European Directive 0120 
Regulation (EU) 2016/425 (class 3 – intended for protection against the highest risk 
level) and European standards EN420 and EN374 which ensure certified protection 
against microorganisms and chemical factors.

Better protection and secure 
fastening at the wrist thanks 
to the folded cuffs.

The packaging perforation 
enables easy package  
opening and removal  
of gloves.

Reinforced fingertips 
(additional nitrile 
layer) improve 
grip and the user’s 
manual dexterity.

Technical product parameters
Cuff and palm 
thickness min. 0,1 mm

Finger thickness min. 0,13 mm

AQL 1,5 [EN374:2003] 

Color INDYGO

DATE OF PRODUCT INC-
LUSION INTO THE OFFER 
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APP GLOVE PARAMETER COMPARISON
APP Name APP RN 100 Compact APP RN 100 Standard APP QUARTZ Q905 Extra Safe

Package

Material nitrile nitrile nitrile
Size S, M, L, XL S, M, L, XL L, XL

Glove weight (g) 3,45 g/szt. (+/- 0,2 g) 5,65 g/szt. (+/- 0,2 g) 7,70 g/szt. (+/- 0,2 g)

Thickness (mm) 0,05 0,1 0,14

Finger thickness (mm) 0,08 0,13 0,17

Package (pcs.) 100 100 100

AQL [EN374] * 1,5 1,5 1,5

Color BLUE INDIGO BLUE

* The AQL acceptable quality level for medical gloves is max. 1,5 (guarantee of material tightness). CAUTION! If this parameter is not featured on the glove 
packaging, it means that the material tightness parameter is not fulfilled. 

All packages of APP gloves on the bottom 
part of the package feature exhaustive 
instructions of the gloves’ use in five 
languages and description of safety 
precautions


